   CONDUCTIVE AND HIGH TEMPERATURE 

     COATINGS AND PAINTS GUIDE

	
	Grade
	Typical Size
	Carbon Content

	Artificial Graphite
	A625
	30 microns
	99.4% Typical

	(Secondary)

	A99
	15 microns
	99.4% Typical

	
	4014
	10 microns
	99.4% Typical

	
	Micro 470
	7 microns
	99.4% Typical

	
	Micro 450
	5 microns
	99.4% Typical

	
	Ultra Fine 440
	1 micron
	99.4% Typical

	
	
	
	

	Artificial Graphite

	SGP – 25 
	25 microns
	99.9% Typical

	(High Purity - Primary)

	GCP – 10 
	10 microns
	99.9% Typical

	
	SGP – 5
	5 microns
	99.9% Typical

	
	4424
	30 microns 
	99.7% Typical

	
	4421
	15 microns
	99.7% Typical

	
	
	
	

	Natural Amorphous Graphite
	4AF
	40 microns 
	80% Minimum

	
	505
	20 microns
	83-87% Typically

	
	508
	15 microns
	

	
	999
	10 microns 
	

	
	Micro 170
	7 microns
	

	
	Micro 150
	5 microns
	

	
	
	
	

	Natural Crystalline Flake
	146
	15 microns
	96.0% Minimum

	(96% Carbon)

	Micro 770
	7 microns
	96.0% Minimum

	
	Micro 750
	5microns 
	96.0% Minimum

	
	
	
	

	Natural Crystalline Flake


	230
	25 microns
	98.5% Minimum

	(98.5% Carbon)

	230U
	15 microns
	98.5% Minimum

	
	Micro 870
	7 microns
	98.5% Minimum

	
	Micro 850
	5 microns
	98.5% Minimum
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